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FIRE EXHAUST DAMPERS 
MULTI-BLADE

FFD 450×450x150 - V.24

Certified quality for your safety…
Feit’s fire dampers ensure silent airflow with their 

aerodynamic design. When the temperature exceeds 72°C, 

a thermal fuse cuts the power and releases the actuator 

spring, closing the damper immediately. The closure 

can be triggered by power loss or the thermal fuse. Once 

power is restored, the damper automatically reopens.

•	 Frame in stainless steel AISI 304 or AISI 316, 2 mm thick
•	 Blades in stainless steel AISI 304 or AISI 316 with 

high-efficiency profile, overlapped 1.5 mm + 1.5 mm

•	 Operated via external levers in stainless steel AISI 304 
or AISI 316

•	 Electric actuator 24 V-230 V-110 V

CHARACTERISTICS 

Series

FFD
MED-A60 APPROVED

Width (L) Width (L)Height (H) Height (H) Diameter

RECTANGULAR VERSION CIRCULAR VERSIONfrom 100 to 1030 from 100 to 1030from 100 to 1030 from 100 to 1030 from 100 to 1030



MED-A60 APPROVED

100x100 mm

BULKHEAD

400x400 mm

750 mm 750 mm 1150 mm

750 mm 1050 mm 1350 mm

Important Note: Refer to manufacturer’s guidelines 
for insulation requirements for Class A-15, A-30, 
A-60 bulkheads and decks.

1030x1030 mm

DECK

INSTALLAZIONE A PARATIA (VERTICALE)
BULKHEAD (VERTICAL)

INSTALLAZIONE A PONTE (ORIZZONTALE)
DECK (HORIZONTAL)

SCHEMI E DISEGNI DI INSTALLAZIONE DELLE SERRANDE
SHUTTER INSTALLATION DIAGRAMS AND DRAWINGS

Coaming

Insulation

Insulation

Coaming

Damper

Damper

Connection
of damper
to coamingConnection of damper

to coaming

Structural steel
core

**

**

** Tabella della lunghezza minima totale della Condotta di isolamento per classe A-60 
(Si applica a tutti gli organismi di omologazione).
** Minimum Total Length Table of Isolation Duct for Class A-60 (Applies to all approval bodies).

Tailored design excellence...
From your specific need comes Feit’s flexibility: the FFD series turns every shipyard request into an excellent solution. 

You can install these dampers on steel, aluminum, and fiberglass decks or bulkheads, ensuring full protection against the spread 

of flames and smoke. By choosing our technology, you get products tested at 1000°C for 60 minutes, in full compliance 

with the strict IMO FTP CODE standards for A0-A60 classes. Whether you prefer circular, square, or rectangular versions, 

also certified for ATEX areas, you will always benefit from a Fail-Close logic and an aerodynamic profile designed to reduce noise 

and pressure losses. With Feit, you bring on board certified quality built exactly around your marine project

FIRE EXHAUST DAMPERS 
MULTI-BLADE

Series

FFD



STANDARD APPLICATIONS AND CONNECTIONS
Power On - Shutter motor open.

Power Off - Shutter blades closed.

BAT Active - Shock absorber springs closed.

12W Maximum absorption with motor running

4W Maximum absorption in Reset phase Limit switches 

2 x S.P.D.T. 6(3)A, AC250V.

To isolate from the mains, the system

must incorporate a device that disconnects the phase 

conductors, with a contact gap of at least 3mm.

The electrical cables are halogen-free, 2 x 1m, low smoke.

The actuator is pre-wired with 1m halogen-free, low smoke cable.
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BFL24-T - 24V A.C. o/or D.C.

24V - AC (19.2 - 28.8V)50/60Hz

24V - DC (21.6 - 28.8V)

BFL230-T - 230V A.C. (196 - 264V) 50/60Hz

BFN24-T - 24V A.C. o/or D.C.

24V - AC (19.2 - 28.8V)50/60Hz

24V - DC (21.6 - 28.8V) BFN230-T - 230V A.C. (196 - 

264V)50/60Hz

BF24-T - 24V A.C. o/or D.C.

24V - AC (19.2 - 28.8V)50/60Hz

24V - DC (21.6 - 28.8V) BF230-T - 230V A.C. (196 - 

264V) 50/60H

Electrical system...
Safety actuation is carried out by an electric actuator with a 72°C sensor or in case of power loss. 

The green LED positioned on the sensor confirms that power is active and the fuse is intact and functioning correctly. 

You can perform manual release tests at any time. Electric actuators are available at 24V, 110V or 230V, 

with the option of a 95°C sensor also available as a spare part.

FIRE EXHAUST DAMPERS 
MULTI-BLADE
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Feit Pompe S.r.l. 
Via Venezia, 34/g - 10088 - Volpiano (TO) - ITALIA

Tel: +39 (0)11 9884327 - info@feit.srl - feit.srl

FUME EXHAUST DAMPERS 
MULTI-BLADE

•	 U-frame in stainless steel l. 12/10
•	 Sheet steel profil section blades in stainless steel, 

with parallel movement by means of external levers 

located at the sides
•	 Stainless steel spindles
•	 Reset lever located on exterior at the side

CHARACTERISTICS 
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Width (L) Width (L)Height (H) Height (H) Diameter

RECTANGULAR VERSION CIRCULAR VERSIONfrom 100 to 2000 from 100 to 2000from 100 to 2000 from 100 to 2000 from 100 to 2000

Series

EMC

EMC 600×600x110 - MEMC 600×600x110 - E

Sito Web Catalogo Generale


